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Construction en MDF
18 mm d’épaisseur
Vibrations limitées, son neutre

Nombreux renforts internes
Limitent les vibrations,

améliorent la solidité du caisson
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Cache en tissu magnétique

Ogive centrale
Limite les turbulences,

réduit la distorsion

Tweeter à dôme souple
de 25 mm de diamètre
Restitue les hautes fréquences
avec finesse et précision

E n c e i n t e  c e n t r a l e  c l o s e

CARACTÉRISTIQUES

RÉFÉRENCES

Type

Puissance

Haut-parleurs

Réponse en fréquence (± 3dB)

Sensibilité

Impédance

Connecteurs

Enceinte close 2 voies

120W RMS

Medium-grave : 2 x 140 mm
Tweeter : 25 mm

55 Hz - 25 kHz

92 dB/1W/1m

6 Ohms

Argentés pour bi-câblage
ou bi-amplification

Finition

Couleurs

Dimensions sans cache

Dimensions avec cache

Poids

Conditionnement (unité)

Dimensions

Poids

Façade laquée
Caisson MDF
Placage vinyle

Noir, blanc, noir/noyer

L470 x H176 x P170 mm

L470 x H176 x P180 mm

8,4 kg

L570 x H230 x P280 mm

9,6 kg

EAN (unité) : 3700795190395
SKU : ELIPF11CBK

EAN (unité) : 3700795190401
SKU : ELIPF11CWN

EAN (unité) : 3700795190388
SKU : ELIPF11CWT

NOIR BLANC NOIR/NOYER

Carton brun
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MODÈLES HOME-CINÉMA

MODÈLES HAUTE-FIDÉLITÉ CONNECTÉE

MODÈLES HAUTE-FIDÉLITÉ

Pourtour en silicone 
sculpté multifacettes

Parfait contrôle
de la directivité

des aigus et meilleur 
recouvrement avec
le registre médium

Double bornier*
Optimisation :

bi-amplification
ou bi-câblage

Façade laquée
double épaisseur

Meilleur amortissement
des vibrations

Filtre répartiteur
à pentes raides

Composants
type audiophile.

Respecte intégralement 
le transfert du signal, 
pour une meilleure 

musicalité

Sensibilité élevée
et impédance stable

Compatible avec
la majorité des 
amplificateurs

Prestige Facet 6B
Enceinte bibliothèque

Prestige Facet 8B
Enceinte bibliothèque

Prestige Facet 14F
Enceinte colonne

Prestige Facet 24F
Enceinte colonne

Prestige Facet 6B BT
Enceinte bibliothèque

Prestige Facet 14F BT
Enceinte colonne

Prestige Facet 11C
Enceinte centrale

Prestige Facet 14C
Enceinte centrale

Prestige Facet SUB8
Caisson de basse

Prestige Facet SUB10
Caisson de basse

Prestige Facet 6ATM
Enceinte Atmos

Prestige Facet 14F ATM
Enceinte colonne Atmos

Prestige Facet 7SR
Enceinte surround

Prestige Facet 34F
Enceinte colonne

G a m m e  d ’ e n c e i n t e s  h a u t e - f i d é l i t é
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*modèles PF6B, PF8B, PF14F, PF24F
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S e a l e d  c e n t e r  s p e a k e r

SPECIFICATIONS

REFERENCES

Type

Power

Loudspeakers

Frequency response (± 3dB)

Sensitivity

Impedance

Terminals

2-way sealed speaker

120W RMS

Mid-bass : 2 x 140 mm
Tweeter : 25 mm

55 Hz - 25 kHz

92 dB/1W/1m

6 Ohms

Silver plated for bi-wiring
or bi-amplification

Finish

Coulours

Dimensions without grill

Dimensions with grill

Weight

Packaging (unit)

Dimensions

Weight

Lacquered front panel
MDF box
Vinyl veneer

Black, White, black/walnut

BLACK WHITE BLACK/WALNUT

W470 x H176 x D170 mm

W470 x H176 x D180 mm

8,4 kg

W570 x H230 x D280 mm

9,6 kg

Brown cardboard

18mm-thick MDF cabinet
Reduced vibrations, neutral soundInternal reinforcement system

Limits vibrations,
improves cabinet firmness

Magnetic cloth grill

Bullet-shaped phase plug
Limits turbulence,
reduces distortion

1" soft dome tweeter
Reproduces highs with
subtlety and precision

EAN (unit) : 3700795190395
SKU : ELIPF11CBK

EAN (unit) : 3700795190401
SKU : ELIPF11CWN

EAN (unit) : 3700795190388
SKU : ELIPF11CWT
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HOME CINEMA MODELS

HIGH FIDELITY CONNECTED MODELS

HIGH FIDELITY MODELS

Sculpted silicon rim
Excellent directivity of 
high frequencies and 

improved coverage of 
medium frequencies

Dual speaker terminal*
Optimized for

bi-amplification
and bi-wiring

Double-layered front 
panel with glossy finish

Better vibration 
damping

High roll-off
crossover filter

Audiophile components. 
Excellent signal transfer 
for enhanced musicality

High sensitivity and 
stable impedance
Compatible with
most amplifiers

Prestige Facet 6B
Bookshelf speaker

Prestige Facet 8B
Bookshelf speaker

Prestige Facet 14F
Floorstanding speaker

Prestige Facet 24F
Floorstanding speaker

Prestige Facet 6B BT
Bookshelf speaker

Prestige Facet 14F BT
Floorstanding speaker

Prestige Facet 11C
Center speaker

Prestige Facet 14C
Center speaker

Prestige Facet SUB8
Subwoofer

Prestige Facet SUB10
Subwoofer

Prestige Facet 6ATM
Atmos speaker

Prestige Facet 14F ATM
Floorstanding Atmos speaker

Prestige Facet 7SR
Surround speaker

Prestige Facet 34F
Floorstanding speaker

H i g h  f i d e l i t y  s p e a k e r s  r a n g e
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